3. Respect School Clear Zone.

4. Speed of 20 km/h is to be maintained at the school.

5. No stopping is allowed on main roads.

6. Dim stop sign at 21st st. No stopping at the end of the road.

7. Pay attention to the traffic signs.

8. No stopping is allowed on main roads.

9. Dim stop sign at 21st st. No stopping at the end of the road.

10. Pay attention to the traffic signs.

11. No stopping is allowed on main roads.

12. Dim stop sign at 21st st. No stopping at the end of the road.

13. Pay attention to the traffic signs.

14. No stopping is allowed on main roads.

15. Dim stop sign at 21st st. No stopping at the end of the road.

16. Pay attention to the traffic signs.

17. No stopping is allowed on main roads.

18. Dim stop sign at 21st st. No stopping at the end of the road.

19. Pay attention to the traffic signs.

20. No stopping is allowed on main roads.

21. Dim stop sign at 21st st. No stopping at the end of the road.

22. Pay attention to the traffic signs.
1. Keep existing street signs clear of markings.
2. Remove existing street signs and erect new signs at existing signs.
3. Remove existing school zone clear markings.
4. Remove existing signs and erect new signs on existing post.
5. New signs to be erected on new post to be placed at the edge of the roadway.
6. New signs to be erected at new post 1.5m from edge of roadway.
7. New signs to be erected at new stop sign 2m.
8. New signs to be erected 2m from stop sign.
9. Stop line on roadway.
10. No stopping.
11. Dim stop.
5. Paint new Herrier access to school
6. Paint new Herrier
7. Paint new Schoolhouse keep clear road markings and post and 1st 2-in mounting height.
8. Demolish existing signs and erect New Sign on existing 2-in mounting height each of location.
9. Remove existing sign and post.

Sign Locations:

- Sign A
- Sign B

Diagram:

- Existing Footpath
- New Footpath
- Existing Road
- New Road

Legend:

- Herrier
- Schoolhouse
- Existing Signs
- New Signs
1. Remove existing sign and post
2. Turn a G.D. B.P.E. 10.11.1 8.11.0.1
3. Place new traffic signs and posts on the roadside
4. Replace the new traffic signs with double yellow lines
5. Keep the double yellow lines down the length of the streets
6. Keep the double yellow lines down the length of the streets
7. Keep the double yellow lines down the length of the streets
1. Remove existing sign and erect new sign on existing post at 2.5m mounting height.
2. Remove existing sign and erect new sign on existing post at 2.5m mounting height.
3. Remove existing sign and erect new sign on existing post at 2.5m mounting height.
4. Remove existing sign and erect new sign on existing post at 2.5m mounting height.

Sign locations:
1. Remove existing sign and post
2. Remove existing sign and post
3. Burn out existing school keep clear road markings

Sign Locations
4. Remove existing ‘No stop’ sign and post new sign at locations shown.
5. New sign to be erected on 1 new 45° post at 2.5m.
6. Remove existing ‘Clear Road Markings’ sign and post new 500mm wide signs at locations shown.
7. Remove existing 500mm wide signs at locations shown.
8. New signs to be erected on 1 new 45° post at 2.5m.
<p>| | |</p>
<table>
<thead>
<tr>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>1.</td>
<td>Remove existing sign and post to be relocated back to roadway</td>
</tr>
<tr>
<td>2.</td>
<td>Remove existing sign and post to the existing back of roadway</td>
</tr>
<tr>
<td>3.</td>
<td>Dimming existing sign and end new sign on new &amp; 6 cm post</td>
</tr>
</tbody>
</table>

**Sign Locations**

1. **Sign A**  
2. **Sign B**  
3. **Sign C**  
4. **Sign D**
1. Remove existing signs and posts
2. Remove existing signs and replace with new signs on existing posts
3. New signs to be erected on 5m - 6m pole at 2m from existing
4. Mounting height to be confirmed at back of plans
5. Remove existing signs and posts

Sign Location:

- Sign A
- Sign B

Diagram:

- Main Road
- Penscor
- Shelters
- Tyndall Millard Cottages

Legend:

- No Stopping
- Dim Slow
- Tyndall Millard Cottages
- Penscor
- Shelters
- Main Road

Table:

<table>
<thead>
<tr>
<th>Item</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>Item 1</td>
<td>Description 1</td>
</tr>
<tr>
<td>Item 2</td>
<td>Description 2</td>
</tr>
<tr>
<td>Item 3</td>
<td>Description 3</td>
</tr>
<tr>
<td>Item 4</td>
<td>Description 4</td>
</tr>
<tr>
<td>Item 5</td>
<td>Description 5</td>
</tr>
</tbody>
</table>
1. Remove existing sign and post
2. Post at 2 pm Monday through Friday
3. Remove existing sign and erect new sign on existing
4. Plan new school drop clear face markings and
5. Post at 2 pm Monday through Friday
6. Remove existing sign and erect new sign on existing

Sign Locations

Dim Stop Sign
Proposed School Area

1. Zone 1: In this zone, speed limit is 10 mph. No stopping, no standing, and no parking.
2. Zone 2: In this zone, speed limit is 15 mph. No stopping, no standing, and no parking.
3. Zone 3: In this zone, access is restricted to vehicles associated with the school.
4. Zone 4: In this zone, no stopping, no standing, and no parking.
2. Remove existing signs and erect new signs on existing poles.
3. Post at 2.1m mounting height.
4. Remove existing signs and erect new signs on existing poles.
5. Remove existing signs and erect new signs on existing poles.
6. Remove existing signs and erect new signs on existing poles.
7. No stopping.
8. No stopping.
9. No stopping.
10. No stopping.
11. No stopping.
12. No stopping.
13. No stopping.
14. No stopping.
15. No stopping.
16. No stopping.
17. No stopping.
18. No stopping.
19. No stopping.
20. No stopping.
21. No stopping.
22. No stopping.
23. No stopping.
24. No stopping.
25. No stopping.
26. No stopping.
27. No stopping.
28. No stopping.
29. No stopping.
30. No stopping.
31. No stopping.
32. No stopping.
33. No stopping.
34. No stopping.
35. No stopping.
36. No stopping.
37. No stopping.
38. No stopping.
39. No stopping.
40. No stopping.
41. No stopping.
42. No stopping.
43. No stopping.
44. No stopping.
45. No stopping.
46. No stopping.
47. No stopping.
48. No stopping.
49. No stopping.
50. No stopping.
51. No stopping.
52. No stopping.
53. No stopping.
54. No stopping.
55. No stopping.
56. No stopping.
57. No stopping.
58. No stopping.
59. No stopping.
60. No stopping.
61. No stopping.
62. No stopping.
63. No stopping.
64. No stopping.
65. No stopping.
66. No stopping.
67. No stopping.
68. No stopping.
69. No stopping.
70. No stopping.
71. No stopping.
72. No stopping.
73. No stopping.
74. No stopping.
75. No stopping.
76. No stopping.
77. No stopping.
78. No stopping.
79. No stopping.
80. No stopping.
81. No stopping.
82. No stopping.
83. No stopping.
84. No stopping.
85. No stopping.
86. No stopping.
87. No stopping.
88. No stopping.
89. No stopping.
90. No stopping.
91. No stopping.
92. No stopping.
93. No stopping.
94. No stopping.
95. No stopping.
96. No stopping.
97. No stopping.
98. No stopping.
99. No stopping.
100. No stopping.
1. Remove existing sign and paint.
2. Repaint rightmost curb edge with two green stripes.
3. Install 4’ wide pedestrian crossing along north side of school.
4. Install speed humps.
5. Install speed limit sign on north side of school.
6. Install sign on north side of school.
7. Install sign on south side of school.
8. Install crosswalk on south side of school.
9. Install crosswalk on north side of school.
10. Install crosswalk on east side of school.
11. Install crosswalk on west side of school.
12. Install crosswalk on south side of school.
13. Install crosswalk on north side of school.
15. Install crosswalk on west side of school.
16. Install crosswalk on south side of school.
17. Install crosswalk on north side of school.
18. Install crosswalk on east side of school.
19. Install crosswalk on west side of school.
20. Install crosswalk on south side of school.
21. Install crosswalk on north side of school.
22. Install crosswalk on east side of school.
23. Install crosswalk on west side of school.
24. Install crosswalk on south side of school.
25. Install crosswalk on north side of school.
26. Install crosswalk on east side of school.
27. Install crosswalk on west side of school.
28. Install crosswalk on south side of school.
29. Install crosswalk on north side of school.
30. Install crosswalk on east side of school.
31. Install crosswalk on west side of school.
32. Install crosswalk on south side of school.
33. Install crosswalk on north side of school.
34. Install crosswalk on east side of school.
35. Install crosswalk on west side of school.
36. Install crosswalk on south side of school.
37. Install crosswalk on north side of school.
38. Install crosswalk on east side of school.
39. Install crosswalk on west side of school.
40. Install crosswalk on south side of school.
41. Install crosswalk on north side of school.
42. Install crosswalk on east side of school.
43. Install crosswalk on west side of school.
44. Install crosswalk on south side of school.
45. Install crosswalk on north side of school.
46. Install crosswalk on east side of school.
47. Install crosswalk on west side of school.
48. Install crosswalk on south side of school.
49. Install crosswalk on north side of school.
50. Install crosswalk on east side of school.
51. Install crosswalk on west side of school.
52. Install crosswalk on south side of school.
53. Install crosswalk on north side of school.
54. Install crosswalk on east side of school.
55. Install crosswalk on west side of school.
56. Install crosswalk on south side of school.
57. Install crosswalk on north side of school.
58. Install crosswalk on east side of school.
59. Install crosswalk on west side of school.
60. Install crosswalk on south side of school.
61. Install crosswalk on north side of school.
62. Install crosswalk on east side of school.
63. Install crosswalk on west side of school.
64. Install crosswalk on south side of school.
65. Install crosswalk on north side of school.
66. Install crosswalk on east side of school.
67. Install crosswalk on west side of school.
68. Install crosswalk on south side of school.
69. Install crosswalk on north side of school.
70. Install crosswalk on east side of school.
71. Install crosswalk on west side of school.
72. Install crosswalk on south side of school.
73. Install crosswalk on north side of school.
74. Install crosswalk on east side of school.
75. Install crosswalk on west side of school.
76. Install crosswalk on south side of school.
77. Install crosswalk on north side of school.
78. Install crosswalk on east side of school.
79. Install crosswalk on west side of school.
80. Install crosswalk on south side of school.
81. Install crosswalk on north side of school.
82. Install crosswalk on east side of school.
83. Install crosswalk on west side of school.
84. Install crosswalk on south side of school.
85. Install crosswalk on north side of school.
86. Install crosswalk on east side of school.
87. Install crosswalk on west side of school.
88. Install crosswalk on south side of school.
89. Install crosswalk on north side of school.
90. Install crosswalk on east side of school.
91. Install crosswalk on west side of school.
92. Install crosswalk on south side of school.
93. Install crosswalk on north side of school.
94. Install crosswalk on east side of school.
95. Install crosswalk on west side of school.
96. Install crosswalk on south side of school.
97. Install crosswalk on north side of school.
98. Install crosswalk on east side of school.
99. Install crosswalk on west side of school.
100. Install crosswalk on south side of school.
101. Install crosswalk on north side of school.
102. Install crosswalk on east side of school.
103. Install crosswalk on west side of school.
104. Install crosswalk on south side of school.
105. Install crosswalk on north side of school.
106. Install crosswalk on east side of school.
107. Install crosswalk on west side of school.
108. Install crosswalk on south side of school.
109. Install crosswalk on north side of school.
110. Install crosswalk on east side of school.
111. Install crosswalk on west side of school.
112. Install crosswalk on south side of school.
113. Install crosswalk on north side of school.
114. Install crosswalk on east side of school.
115. Install crosswalk on west side of school.
116. Install crosswalk on south side of school.
117. Install crosswalk on north side of school.
118. Install crosswalk on east side of school.
119. Install crosswalk on west side of school.
120. Install crosswalk on south side of school.
121. Install crosswalk on north side of school.
122. Install crosswalk on east side of school.
123. Install crosswalk on west side of school.
124. Install crosswalk on south side of school.
125. Install crosswalk on north side of school.
126. Install crosswalk on east side of school.
127. Install crosswalk on west side of school.
128. Install crosswalk on south side of school.
129. Install crosswalk on north side of school.
130. Install crosswalk on east side of school.
131. Install crosswalk on west side of school.
132. Install crosswalk on south side of school.
133. Install crosswalk on north side of school.
134. Install crosswalk on east side of school.
135. Install crosswalk on west side of school.
136. Install crosswalk on south side of school.
137. Install crosswalk on north side of school.
138. Install crosswalk on east side of school.
139. Install crosswalk on west side of school.
140. Install crosswalk on south side of school.
141. Install crosswalk on north side of school.
142. Install crosswalk on east side of school.
143. Install crosswalk on west side of school.
144. Install crosswalk on south side of school.
145. Install crosswalk on north side of school.
Sign locations

1. Post at 2.1m mounting height
2. Remove existing sign and erect new sign at existing post at 2.1m mounting height
3. Remove existing sign and erect new sign at existing post at 2.1m mounting height

Torquay
1. Remove existing sign and post and erect new sign on t new.

2. Remove existing sign and post and erect new sign on 1 new.

3. Turn paint &8 pm and post and erect new sign on.

Turn paint &8 pm and post and erect new sign on.

Turn paint &8 pm and post and erect new sign on 1 new.