100

Millimetres

10

0

DO NOT SCALE

EXISTING SW-MH05

/—PROPOSED
1200mm@ PIPE

CL 19.980
IL 17.950
\
O DS K s 0t W
EXISTING 150mm@ SURFACE WATER WITH NEW AND SADDLED INTO \
PROPOSED CULVERT EXISTING 600mm@ CULVERT TO BE

SEWER CONNECTING GULLIES FROM PROPOSED MH15

DEMOLISHED AND DISPOSED OFF SITE

PARK STREET TO EXISTING CL 19.692
MANHOLE SWMH02. EXACT ROUTE IL 15.913
SEWER TO BE EXTENDED INTO
MANHOLE MH-C8 EXISTING GULLY TO BE REPLACED EXISTING SWMH02 Gi6
WITH NEW AND SADDLED INTO CL 22.039
EXISTING GULLY TO BE PROPOSED CULVERT IL 19.790 >
REPLACED WITH NEW AND EXISTING 225mm@ COMBINED n EXISTING 600mm@ CULVERT
SADDLED INTO PROPOSED SEWER TO BE REMOVED EXISTINCO-}3OOmm® TO BE PLUGGED WITH
EXISTING FWMHO05 CULVERT === COMBINED SEWER FOAMED CONCRETE IR e N
CL 23.578 === ===\ T T IS F e
IL021.58O oLis L _—d=======FTT 77 =4 ET'SJ%(; i _/\\
TO BE DEMOLISHED  ——======— :
AND REMOVED ———=========" L \szi)%Z?n%EglpE IL18.620 PROPOSED 18(gmm® PIPE \
W\
N\ \
e O A\
| |—EXISTING 300mmg \ \
SURFACE WATER SEWER N\ \

T __EXISTING 450mm@ I \
/COMBINEDSEWER W \ %

EXISTING SW-MHO1

EXISTING 450mm@ CL 20.310
COMBINED SEWER IL 17.380 EXISTING 1050mm@ CULVERT

EXISTING SW-MH02
CL 20.220
IL17.160

|
P
1 =

\ EXISTING SW-MHO1A

5 |_PROPOSED MH14 PROPOSED MH-C8 EXISTING FWMHO08 _i CL 21.945
CL 23.389 CL 23.214 EXISTING FWMHO07 CL 21.650 IL 19.520
IL 19.866 IL 21.324 CL 22.300 IL 18.930
EXISTING FWMHO06 IL 18.940
CL 22.740
IL 20.590 EXISTING 450mm@ EXISTING GULLIES ALONG SOUTH
COMBINED SEWER CARRIAGEWAY TO REMAIN a
LPROPOSED 225 DIA. COMBINED SEWER EXISTING 300mmg EXISTING 1050mm@
DIVERSION, FOR DETAIL REFER TO DRG. EXISTING 100mm@& SURFACE SURFACE WATER SEWER CULVERT
NEO4_001-ATK-GEN-SWMWREC-DR-CD-000303 WATER SEWER
WHITE GATES
EXISTING 450mm@
COMBINED SEWER
EXISTING 1050mm@ CULVERT
2
This map is reproduced from Ordnance Survey material with the permission of
Ordnance Survey on behalf of the Controller of Her Majesty’s Stationery Office ©
Crown copyright. Unauthorised reproduction infringes Crown copyright and may lead
to prosecution or civil proceedings. (Neath Port Talbot Council) — 100023392 — 2019
EXISTING MANHOLE FWMHO05
TO BE REMOVED
EXISTING 225mm@ COMBINED EXISTING GULLY TO BE REPLACED
S e oD EXISTING GULLY TO BE REPLACED WITH NEW AND SADDLED INTO
INTO MANHOLE MH-C8 WITH NEW AND SADDLED INTO PROPOSED CULVERT EXISTING GULLY TO BE REPLACED
T PROPOSED CULVERT EXISTING 300mm@ SURFACE WITH NEW AND SADDLED INTO
o . WATER SEWER PROPOSED CULVERT Structure Table
T e 4 CE(;(:\/?E;IIL\]EGD?’gg\?VrEg Structure Name Easting Northing | Cover Level | Structure Depth Structure Type
. e e e b o\ MH14 273023.976 | 197381.955 23.389 3.522 2400 Dia. Bespoke Circular Manhole
I_ 19— oS
2 ram 5 MH15 273112.232 | 197390.302 19.692 3.779 3000 x 3000 Bespoke Rectangular Manhole
5 1 A
15—— /
1 EXISTING 600mm@ CULVERT :
1= TO BE REMOVED Plpe Table
f: Pipe Name | Size (mm) | Plan Length (m) | Gradient | Start Invert Level | End Invert Level
e | | 1.013 1200 34.831 1:22.43 21.419 19.866
Chainage S S S s g S s S g 1.014 1200 88.650 1:26.44 19.866 16.513
A < < <t < < < < [te] 0 [t}
1.015 1800 14.056 1:97.10 15.913 15.769 SAFETY, HEALTH AND ENVIRONMENTAL
INFORMATION
ot 8 S 3 @ N 3 2 2 2 8 i it i i i
EX|st|ng Levels ¥ S § S N - 2 3 g G i In ac!dltlon to ’fhe hazgrds/rlsks normally‘ assgmqtgd with the typgs of work
& & N N S S N N 2 2 P Gully Schedule detailed on this drawing, note the following significant residual risks
(Reference shall also be made to the design hazard log).
\ . : Construction
East North Struct Depth Struct T
Cover’ Invert and USIL21.42g USIL 19.87 N USIL 15.91 Structure Name asing erting Cover Level ructure Depth (m) ructure Type Refer to drawing NEO4_001-ATK-GEN-SWMWREC-DR-CD-000100
Pipe Length Loneth ~ 5 e Longih < 68.71 S Longth~ 1406 G14 273028.408 | 197383.172 |  23.196 0.850 Road gulley 150mm trapped outlet
Maintenance / Cleaning
G15 273058.162 | 197385.794 |  21.831 0.850 Road gulley 150mm trapped outlet |  "Referto drawing NEO4 001-ATK-GEN-SWMWREC-DR-CD-000100
Name MH14 MH15 G16 273091.727 | 197389.585 20.375 0.850 Road gulley 150mm trapped outlet
Use
Refer to drawing NEO4_001-ATK-GEN-SWMWREC-DR-CD-000100

m S E CTI O N Decommissioning / Demolition

@ 1250 Refer to drawing NEO4_001-ATK-GEN-SWMWREC-DR-CD-000100
Description Drawing Suitabilit Status Project Title
NOTES KEY 9 Y !
—_— — CAENANT TERRACE
—— — o g Status Revision Drawn Checked Reviewed Authorised Issue Date FOR PLAN N I NG 86
1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE NOTED. ~ T T~ EXISTING SURFACE WATER SEWER TS EXISTING COMBINED / FOUL SEWER
2. ALL LEVELS ARE IN METRES ABOVE ORDNANCE DATUM UNLESS TO BE REMOVED _ Drawing Tile
OTHERWISE NOTED. = T~ EXISTING CULVERT Description gegt i'a“;°§?a” tHouse
3. FLOWS IN EXISTING CHANNELS, SEWERS AND CULVERTS TO BE —___  PROPOSED CULVERT _ | _ Swaneon e NEW ROAD
MAINTAINED DURING CONSTRUCTION UNTIL NEW WORKS ARE ~ T T~ EXISTING COMBINED / FOUL SEWER Status Revision | Drawn Checked | Reviewed [ Authorised | Issue Date .:.- AtkinsRéali Wost Glamorgan
COMMISSIONED. THE CONTRACTOR SHOULD EXPECT FLOWS TO ~  EXISTING CULVERT TO BE RETAINED tkinsRealis SA BAD PLAN AND LONG SECTION
INCREASE DURING AND AFTER PERIODS OF RAINFALL AND THEIR Q EXISTING MANHOLE Description
e Tel: +44 (0)1792 641172 SHEET 2

TEMPORARY WORKS SHOULD ALLOW FOR THIS. PROPOSED COMBINED / FOUL SEWER

Fax:+44 (0)1792 472019

4. FOR EXISTING UTILITY INFORMATION REFER TO DRAWING NUMBER o——=—  EXISTING GULLY AND CONNECTION Status Revision Drawn Checked Reviewed Authorised | Issue Date
NEO4_001-ATK-VUT-SWMWREC-DR-CU-000001. o Q PROPOSED MANHOLE Copyright © AtkinsRéalis (2025) www.atkinsglobal.com
5. FOR PROPOSED UTILITY DIVERSION INFORMATION REFER TO DRAWING _ _ _ _ EXISTING CULVERT/PIPE TO BE LINED Description Cliont Drawing Number
NUMBERS NE04_001-ATK-VUT-SWMWREC-DR-CU-000100. B— PROPOSED GULLY AND CONNECTION Issued For ECI 1albot oy, Project | Originator | Volume
= R 2
6. ALL AFFECTED GULLIES TO BE REPLACED WITH NEW AND TO BE L. sz EXISTING CULVERT / PIPE TO BE Status Revision | Drawn Checked | Reviewed | Authorised | Issue Date R ¥4, NEO4 001 - ATK - GEN -
CONNECTED TO NEW CULVERT WITH 1508 UPVC PIPES. PLUGGED EXISTING TREE TO BE REMOVED A5 CO1 DJW MT RAM DJW | 24/07/24 | & u % NEATH PORT TALBOT COUNTY -
I o < k- SWMWREC -DR -CD - 000302
ITXTS EXISTING CULVERT / PIPE TO BE Deserpton % — $ BOROUGH COUNCIL .
REMOVED For Planning %, — D Location | Type Role | Number
Status Revision Drawn Checked Reviewed Authorised Issue Date ﬁ(}@f&-r (\6?0{& Original Project ) )
S8 P02 DUW KH MT — | 241025 ol Castell-ne s AT | scalAS SHOWN . 5192784 | sheet: 20f2  |Rev: P2

This Drawing is saved on ProjectWise. Plotted: 24/10/2025 15:53:15 By: WILL6981




	Sheets and Views
	Layout1


